M | _
. CAP AND ABANDON EXISTING CONDUIT. |

i:_' P.
' . THE PLANS FOR “MD 177*MD

.‘USE EXISTING INTERCDNNECT (12—PAIR CDMMUNICATIUN CABLE).

'MD 2 1S ASSUMBED TO RUN
“ IN A NDRTH/ SOUTH DIRECTION

'CONSTRUCTION DETAILS”

."FURNISH AND INSTALL 6 X 6 VEHICLE LOOP DETECTDRI
(4 —TURNS) ENCASED IN lrg" FLEXIBLE TUBING

. FURNISH AND INSTALL 17 LIQUID TIGHT FLEXIBLE CDNDUIT
- (DETECTOR WIRE SLEEVE). =

. FURNISH AND INSTALL HANDBOX.

.'FURNISH AND INSTALL 3 SCHEDULE 80 RIGID PVC ELECTRICAL
'CGNDUIT—TRENCHED. '

,'use EXISTING HANDBOX. |

._use EXISTING STRAIN POLE. AND INSTALL 3" WEATHERHEAD.

USE EXISTING CDNDUIT o f

'INSTALL CABLES IN CABINET AND <2) 4—CHANNEL LOOP DETECTUR

AMPLIFIERS
USE EXISTING SPAN WIRE

" ABANDON EXISTING SAMPLING STATIDN. REMOVE POLE. CABINET
- AND FOUNDATION 12 INCHES BELOW GROUND.

DICDNNECT SERVICE.

USE EXISTING STRAIN POLE (WEATHERHEAD INSTALLATIDN SHOWN ON

TG MD 648" ).

=
=
.._I
)
€I
—
=2
I
w
m
m
w
T
‘a
m§
._'
-]
')
1
m.

L)

MARYLAND DOT - STATE HIGHWAY ADMINISTRATION'

Office of Traffic & Safely

CONSULﬂNG ENGNEERS
'COLUMBIA, MARYLAND

TRAFFIC ENGINEERING - DESIGN DIVISION

| ~ INTERCONNECT PLAN . -
MD 2 FROM PHELPS AVENUE TO MD 177
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